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Background 
Three issues were identified by the IEUA and Watermaster that need to be resolved for the 
Wasteload Allocation Model (WLAM) calibration and Wasteload Allocation (WLA) planning 
scenarios.  These issues include: 

 The current stormwater diversions planning estimates in the Chino Basin used WLA 
planning scenarios are not accurate across the planning period. This results in inaccurate 
projections of surface water discharge and associated TDS and nitrogen concentrations 
in the Santa Ana River.  

 The current procedure to estimate rising groundwater and streambed infiltration in 
WLAM calibration and WLA planning scenarios does not represent what actually 
happens and introduces the potential to underestimate the TDS and nitrogen impact of 
surface water recharge on groundwater. 

 The WLA planning scenarios utilize a constant value of discharge for each IEUA 
treatment plant when in fact these discharges vary significantly during the year.  This 
has the effect of understating the TDS and nitrogen concentration in the Santa Ana River 
at Prado Dam during the summer (a key TDS and nitrogen compliance metric) and the 
opposite effect in the winter.  

SAWPA coordinated a technical review meeting among Watermaster, IEUA, Geoscience, WEI, 
and Tim Moore to discuss the above issues. The meeting was held on January 21, 2019. 
Attached is the documentation of the meeting discussion and action items defined at the close 
of the meeting. The Action items defined for Watermaster, IEUA and WEI included:  

 Prepare a short document summarizing recommended next steps and the plan and 
schedule to complete them. The next steps will include: 

o Options and recommended solution to resolve process for simulating Chino 
Basin stormwater diversions 

o Process to review the 2017 HSPF‐WLAM to determine if concerns raised during 
the meeting on the model calibration (regarding rising groundwater and how 
TDS/TIN mass is simulated) warrant changes to the calibration  

 Prepare updated IEUA discharge projections that include variable monthly discharge 
amounts and deliver to GSSI. 

 

The following presents WEI’s assessment of the options and recommended solution to resolve 
a process for simulating Chino Basin stormwater diversions and the proposed scope of work to 
perform the complete list of action items above. 

Options and recommended solution to resolve process for simulating Chino Basin 
stormwater diversions 
Based on the presentation provided by GSSI, there are two potential options to resolve the 
process for simulating Chino Basin stormwater diversions: 



1. Update the HSPF model to directly simulate the diversions, as was the standard 
procedure performed by past versions of the WLAM and the intended requirement of 
the scope of work. This would involve collecting the stormwater and flood control 
operating criteria from Watermaster (and any other diversion projects) and 
implementing the operating criteria in the 2017 WLAM‐HSPF. The pros and cons of this 
approach are as follows: 

a. Pros: 
i. This procedure is consistent with past WLAM methodologies and 

produces the most realistic estimation of stormwater diversions and 
water quality impacts to the Santa Ana River. 

ii. There is no need to re‐estimate stormwater diversions if the Task Force 
chooses to simulate alternative hydrologic scenarios that consider 
climate change, which may be required by the State Board as part of a 
Basin Plan peer review process.  

b. Cons: This option requires that the calibration be redone and will thus cost 
additional time and further delay the schedule to complete the analysis. 

2. WEI will use its surface water model of the Chino Basin to simulate daily diversions for 
the planning period for each scenario and provide the data to Geoscience to 
incorporate using it’s existing method to simulate the diversions.  

a. Pros: this option does not require the 2017 WLAM‐HSPF model to be 
recalibrated, assuming that WEI’s review of the stormwater inputs for 
calibration are close enough to actual IEUA and Watermaster diversions for the 
calibration period. 

b. Cons:  
i. The total amount of streamflow and diversions estimated by WEI and 

the 2017 WLAM‐HSPF may not be the same, as they are different 
models. 

ii. This procedure is not consistent with past WLAM methodologies. 
 
Assuming that there will not be a need to update the model calibration, we recommend that 
the Task Force proceed with Option (2) due to cost and schedule considerations. However, 
given that it was requested that WEI perform a detailed review of the WLAM calibration to 
assess the potential impacts of the rising water solution, there is a potential that other factors 
may drive the need to update the model calibration, suggesting that Option (1) may need to be 
reconsidered. The following proposed scope of work to resolve the Watermaster and IEUA 
issues assumes implementation of Option (2). 
 

Scope of Work 
We propose the following tasks: 

Task 1 Review the current version of the WLAM. Geoscience will provide the following to IEUA, 
Watermaster and WEI: 

 input and output files for the final calibration of the HSPF WLAM and calibration targets 

 input and output files for each planning scenario for the HSPF WLAM 



WEI will review these files to learn precisely how stormwater diversions to recharge facilities 
and rising groundwater are simulated in the HSPF WLAM.  

Task 2 Evaluate the assumptions regarding rising groundwater and streambed infiltration.  Based 
on the review in Task 1 above, WEI will test the uniqueness and hydrologic integrity of the 
current rising groundwater and streambed infiltration approach, develop conclusions on the 
validity and limitations of the current approach and prepare recommendations to improve the 
accuracy and uniqueness of the WLAM representation of rising groundwater and streambed 
infiltration. WEI will document the review in a letter report. 

Task 3 Improve stormwater diversion estimates for WLA planning scenarios.  WEI will develop 
appropriate surface water diversion estimates for the WLA planning scenarios based on recent 
planning investigations for Watermaster and IEUA. WEI will provide this information to the 
BMPTF electronically and document this information in a letter report prepared in Task 2. 

Task 4 Provide updated IEUA discharge projections.  WEI recently developed planning 
projections of IEUA surface water discharges from their treatment plants in the ongoing 
IEUA/Watermaster salinity management investigation. IEUA will provide these projections to 
the BMPTF and Geoscience for use in updating the WLA planning scenarios. 

Task 5 Project management and meetings. This task includes: WEI project management 
activities; meetings with Tim Moore, Mark Norton and Geoscience staff; and attendance at one 
meeting with the BMPTF to present findings and respond to questions. 

Schedule 
WEI will complete Tasks 1 through 5 in four to six weeks after receiving the model files 
described above. A meeting will be held following the completion of Task 2 to discuss and 
refine the next steps as appropriate. 

Fee 
WEI prepared a work breakdown structure for each of the tasks described above.  The cost to 
complete all tasks is about $42,600, and is broken down as follows: 

Task 1 ‐ Review the current version of the WLAM – $8,514 

Task 2 ‐ Evaluate the assumptions regarding rising groundwater and streambed 
infiltration: $18,798 

Task 3 ‐ Improve stormwater diversion estimates for WLA planning scenarios ‐ $4,417 

Task 4 ‐ Provide updated IEUA discharge projections ‐ $0 

Task 5 ‐ Project management and meetings ‐ $10,889 

 


