
 

PO Box 220 Claremont, CA 91711 
t. 909.451.6650 
f. 909.451.6638 

www.gssiwater.com 

 

 

June 28, 2021 

 

Mr. Mark Norton, PE, LEED AP, ENV SP   

Water Resources & Planning Manager 

Santa Ana Watershed Project Authority 

11615 Sterling Ave. 

Riverside, CA 92503 

 
 
Re:   Scope of Work and Cost Estimate to Provide Consulting Services for Santa Ana River Waste Load 

Allocation Model Supplemental Runs 

 
Dear Mark: 

The Waste Load Allocation Model (WLAM) scenario runs conducted for the Basin Management Program 

Task Force (Task Force) in 2020 indicated that the model‐predicted maximum value for volume‐weighted 

groundwater  recharge  would  exceed  Colton  Groundwater  Management  Zone  (GMZ)  water  quality 

objectives  and  ambient  groundwater  quality  for  Total  Inorganic  Nitrate  (TIN)  under  2020  and  2040 

maximum projected discharge conditions  (i.e., Scenarios A and D). Following completion of the model 

runs and summary report (dated June 19, 2020), proposed discharge for the Sterling Natural Resources 

Center (SNRC) has been moved from City Creek (tributary to the Santa Ana River) to off‐channel recharge 

basins. Therefore, the effect of this discharge, which was previously considered in the WLAM scenarios, 

on surface water recharge in downgradient Colton GMZ was brought into question – particularly whether 

proposed SNRC discharge significantly contributed to the predicted exceedances.  

At  the  request of SAWPA and  the Regional Board, Geoscience Support Services,  Inc.  (Geoscience) has 

conducted a preliminary assessment of the WLAM scenario model output files to determine the potential 

contribution of SNRC discharge in City Creek to the water quality of recharging surface water in Colton 

GMZ. The analysis indicated that very little SNRC discharge reached the main stem of the Santa Ana River 

and was not the sole cause of the predicted exceedances. Therefore, removing discharge from SNRC to 

reflect  the  updated  operating  plan would  likely  not  cause  the model‐predicted maximum  value  for 

volume‐weighted groundwater recharge  in Colton GMZ  to meet water quality objectives or  fall below 

current ambient under Scenario A and D conditions. Much of the predicted exceedance is estimated to 

come from other upstream discharges;  in particular, the WLAM scenarios (conservatively) assume that 

Yucaipa Valley Water District (YVWD) discharges at their permitted effluent TIN limit of 6.7 mg/L. 
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Per  your  email  request, Geoscience has prepared  this proposed  scope of work  and  cost  estimate  to 

conduct  supplemental WLAM  runs  to evaluate projected groundwater  recharge  in Colton GMZ under 

reduced  effluent  limits  from  YVWD  and without  the  influence  of  SNRC  discharge  in  City  Creek.  The 

anticipated scope of work is described in the following section. 

Scope of Work 

Task 1.0 – Conduct Supplemental WLAM Scenarios 

Task 1.1: Rerun WLAM Scenarios without SNRC and with Reduced YVWD TIN Discharge 

The six WLAM scenarios1 will be rerun for the San Timoteo, Bunker Hill‐B, and Colton GMZs to reflect the 

following adjustments:  

 SNRC discharges will be removed from City Creek 

 The TIN permit limit for YVWD will be adjusted from 6.7 mg/L (existing limit) to a lower, optimal 

TIN limit for all scenarios. 

In an effort to determine an optimal TIN limit for YVWD, scenario runs will be conducted in an iterative 

fashion by adjusting YVWD discharge limits in 0.1 mg/L increments, starting at 6.0 mg/L. For each iterative 

model run, the maximum 2020 flow condition will be assessed (i.e., Scenario A), which represents the 

worst‐case scenario. Once the optimal TIN limit is determined that allows compliance under the maximum 

flow condition, the remaining flow conditions (i.e., Scenarios B through F) will be run to complete the set 

of WLAM scenarios.  

For the purpose of this cost estimate, it is assumed that the Task Force will cover the costs of one set of 6 

models  runs, which will be presented  in  the  supplemental modeling  report  (see Task 2.0). Additional 

model runs, conducted on an as‐needed basis during the iterative process to determine the TIN limit that 

allows model‐predicted maximum  values  for  volume‐weighted  groundwater  recharge  to meet water 

quality goals in Colton GMZ, will be borne by YVWD under a separate contract. 

 

1   Scenario A = 2020 Maximum Discharge  

  Scenario B = 2020 Most Likely Discharge 

  Scenario C = 2020 Minimum Discharge 

  Scenario D = 2040 Maximum Discharge 

  Scenario E = 2040 Most Likely Discharge 

  Scenario F = 2040 Minimum Discharge 
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Task 2.0 – Prepare Supplemental WLAM Report  

Task 2.1: Prepare Draft and Final Supplemental WLAM Report  

A supplemental report will be prepared to summarize the findings of the model runs conducted under 

Task 1.0. Specifically,  the  report will  summarize  the  scenario  results  for  the YVWD effluent TIN value 

determined to be appropriate through  iterative model runs. This report will  include updates to WLAM 

summary report text, figures, tables, and appendices affected by the change in scenario assumptions and 

corresponding scenario results, including: 

 Narrative for Section 5.3.1.2 that explains elimination of SNRC. 

 Narrative for Section 5.3.1.2 that explains revision to YVWD TIN limit used for WLAM purposes. 

YVWD  currently  has  a  split  limit  in  their  permit  (similar  to  Beaumont)  and  the  TIN  value  of 

6.7 mg/L is the upper most limit when demonstrating maximum benefit per the permit language 

and the Basin Plan. However, YVWD does not discharge above 3.6 mg/L on average, which is the 

limit that would apply if maximum discharge demonstrations are not made. For the WLAM, the 

upper  limit of 6.7 mg/L  is problematic at  the maximum  flow discharge  scenario. Accordingly, 

YVWD has agreed to look at a limit of 6.0 mg/L for TIN.  

 Narrative for Section 5.4.1 to reflect and explain changes above. 

 Revise Sections 6.1.2, 6.1.3, and 6.1.4, and tables 6‐2, 6‐3, and 6.4 respectively. 

 Section 8.1.2 – update narrative regarding YVWD permit limits. 

 Section 10 – update as necessary based on WLAM update. 

 Figure 88 – Remove SNRC 

 Table 20 – Revise Discharge Assumptions  for  YVWD  to  reflect  a Permit  TIN of 6.0 mg/L  and 

Remove SNRC 

 Table 24 – Update Table 24 to reflect removal of SNRC for impacted GMZs. 

 Table  25  – Update  Table  25  to  reflect  removal  of  SNRC  and  revised  TIN  limit  for  YVWD  for 

impacted GMZs. 

 Appendix F/Page F‐4 

o Revise Water Quality components as follows: 

 Effluent Limit in Current Discharge Permit – Add footnote explaining split limits 

 TDS = 400 mg/L for up to 1.6 mgd; 300 mg/L for flows in excess of 1.6 mgd 

where maximum benefit is not demonstrated 

 TIN = 6.7 mg/L for up to 1.6 mgd; 3.6 mg/L where maximum benefit  is 

not demonstrated 

 Add new row: Effluent Limit Used  for Updated WLAM Prospective Runs = TIN 

6 mg/L and TDS 400 mg/L 

 Update  Recent  12‐mos  Volume Weighted  Average  (June  2020  through May 

2021) = TIN 3.6 mg/L and TDS 285 mg/L  

 Update Est. 12 mos. Volume Weighted Average  in 2040 (mg/L) = TIN 6.0 mg/L 

and TDS 400 mg/L 
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 Update data results in graphs, tables etc., per revised model runs for San Timoteo, Bunker Hill B, 

and Colton 

o Appendices H, I, and J 

A draft version of  the supplemental WLAM  report will be circulated  to  the Task Force  for  review and 

comment. A final version will then be prepared which incorporates and questions and comments received 

on the draft report.  

Task 3.0 – Project Management and Meetings 

Task 3.1: Prepare for and Attend Internal Meetings Regarding SAWPA Supplemental Scenarios 

Geoscience will prepare for and attend two (2) internal meetings with SAWPA and YVWD representatives, 

as needed. For the purposes of this cost estimate,  it  is anticipated that these  internal meetings will be 

held remotely to 1) discuss the results of the initial 6.0 mg/L model run and 2) discuss the results of the 

iterative model runs, which will be summarized in the supplemental WLAM report.  

Task  3.2:  Prepare  for  and  Attend  Task  Force Meeting  to  Present  Results  of  Supplemental 

Scenarios 

Geoscience will also prepare for and attend one (1) Basin Management Program Task Force meeting to 

present the results of the supplemental model runs with the Task Force and answer any questions that 

might  arise. Any questions  and  comments will be  incorporated  into  the  final  supplemental modeling 

report.  

 

Cost Estimate 

The proposed costs to conduct the work described under Tasks 1.0 through 3.0 is $31,940, as detailed in 

attached Table 1.   
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Schedule 

The predicted schedule to complete the tasks outlined above is approximately six weeks. This includes: 

 Three (3) weeks of setting up, running, processing, and QA/QC review of the iterative model runs,  

 One (1) week to prepare the draft supplemental report,  

 One (1) week for Task Force review/comment, and  

 One (1) week to finalize the report. 

 

If you have any questions, please contact us at (909) 451‐6650 

Sincerely, 

 

 

Johnson Yeh, PhD, PG, CHG 

Principal Geohydrologist 

Encl. 

 

 

Lauren Wicks, PG 

Project Geohydrologist 



Santa Ana Watershed Project Authority Table 1

Principal 

Modeler
Senior Modeler

Project 

Geohydrologist

Sr. Associate 

Modeler

CAD / GIS 

Illustrator
Clerical Total Hours  Labor Cost 

Reimbursable

Expenses 1
Total Cost

Hourly Rate: $286 $261 $207 $204 $150 $106

1.0

1.1 Rerun WLAM Scenarios without SNRC and with Reduced YVWD TIN Discharge (includes 6 model runs) 1 2 48 51 10,600$                10,600$               

2.0

2.1 Prepare Draft and Final Supplemental WLAM Report 5 10 28 28 4 75 16,148$                16,148$               

3.0

3.1 Prepare for and Attend Internal Meetings Regarding SAWPA Supplemental Scenarios (assumes 2 internal meetings) 4 4 2 10 2,596$                   2,596$                  

3.2 Prepare for and Attend Task Force Meeting to Present Results of Supplemental Scenarios (assumes 1 meeting) 4 4 2 10 2,596$                   2,596$                  

TOTAL HOURS AND COST (Tasks 1‐3) 14 20 28 80 4 0 146 31,940$          ‐$                 31,940$         

Note
1 Reimbursable expenses include report reproduction.

Conduct Supplemental WLAM Scenarios

Prepare Supplemental WLAM Report

Project Management and Meetings

Task  Description

Geoscience Support Services, Inc.

Cost Estimate to Provide Consulting Services for 

Santa Ana River Waste Load Allocation Model Supplemental Runs

 28‐Jun‐21 Page 1 of 1 Geoscience Support Services, Inc.  
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